(2 RALLISON

LKB ENGINEERING PVT LTD

Regd. Office: A-56/1, Mayapuri Industrial Area, Phase-1I, Mayapuri, New Delhi-110064

Cust. Care-: 1800-11-2311 (Toll Free) Email ID: marketing@rallison.com www.rallison.com

PRICE LIST (90 MTR BOX PACKING HOUSE WIRING) wef. 27.11.2024

"RALLISON" Multistranded Copper Conductor Housing Wire , FR-LSH-LF PVC Insulated 1100 volts confirming to IS 694/1990 Lead Free

ROHS Compliance.

S. No. Cond. Area Cond. Const. Current Rating |Rs. per 90 mtrs. Coil| Master Carton (Coils)
(Sgmm) (No/dia in mm) (Amp) FR-LSH 90Mtrs
1 0.75 24/0.2 8 1390 20
2 1 32/0.2 13 1840 20
3 1.5 30/0.25 18 2675 12
4 2.5 50/0.25 24 4300 12
5 4 56/0.3 32 6365 8
6 6 84/0.3 41 9660 6
1 As per International practice which is also adopted by Bureau of Indian Standards, the diameter of the conductor shown above is nominal. The size of the
conductor is determined by resistance. The construction of the condutor is as per market convention
2 This cancels all our previous Price - Lists
3 Rates are exclusive of Sales Tax, Octroi etc and are subject to change without notice
4 All disputes are subject to Delhi jurisdiction only.
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(2 RALLISON

LKB ENGINEERING PVT LTD

Regd. Office: A-56/1, Mayapuri Industrial Area, Phase-II, Mayapuri, New Delhi-110064
Cust. Care-: 1800-11-2311 (Toll Free) Email ID: marketing@rallison.com www.rallison.com

PRICE LIST ( FLEXIBLE CABLES) wef. 27.11.2024

"RALLISON" Multistranded Copper Conductor Industrial cable , HRFR/FRLS PVC/ZHFR Insulated 1100 volts confirming to IS 694/1990

S.No. | Cond. Area Cond. Const. (l::artl;le:;t Carﬁzs(tgoils) Rs. per 180 mtrs. Coil

(Sqmm) (No/dia in mm) (Amp) 180Mtrs HRFR PVC FRLS PVC ZHFR FS
1 0.75 24/0.2 8 12 3215 3305 3430 4820
2 1 32/0.2 13 12 4200 4345 4495 6315
3 1.5 30/0.25 18 10 6195 6390 6635 9285
4 2.5 50/0.25 24 5 10070 10365 10775 15115
5 4 56/0.3 32 4 15305 15750 16370 22940
6 6 84/0.3 41 3 22890 23580 24485 34330

"RALLISON" Flexible Industrial Cables, Copper Conductor, HRFR PVC Insulated 1100 volts confirming to IS 694/1990
S. No. Cond. Area Cond. Const. (I::;tl;:t I:tierclotzl() Rs. perct)(:ll) mtrs. | Rs. peéiil:()mtrs

(Sqmm) (No/dia in mm) (Amp) HRFR PVC FRLS PVC ZHFR
7 0.5 16/0.2 5 1295 1340 1400
8 0.75 24/0.2 8 1860 1930 2000
9 1 32/0.2 13 2445 2515 2615
10 1.5 30/0.25 17 3450 3570 3690
11 2.5 50/0.25 24 5735 5910 6140
12 4 56/0.3 30 8820 9080 9440
13 6 84/0.3 38 13135 13535 14045
14 10 80/0.4 52 22580 23250 24160
15 16 126/0.4 70 36505 37605 39060
16 25 196/0.4 88 57025 58725 60990
17 35 276/0.4 110 79115 81485 84660
18 50 396/0.4 145 112170 115540 120030
19 70 354/0.5 215 157435 162155 168445
20 95 484/0.5 260 214785 221225 229820
21 120 608/0.5 305 280540 288960 300175
22 150 750/0.5 355 349180 359660 373620
23 185 925/0.5 415 431755 444710 461980
24 240 1210/0.5 500 556940 573640 595930
25 300 1527/0.5 585 694430 715280 743050
26 400 2036/0.5 695 924550 952280 989255

"RALLISON" Telephone Cables confirming to ITD specification S/WS-113C & 114D and colour code as per ITD S/WS-129D

Rate Rs. per 90 mtrs. Coil

S.No. | Noof Pairs | i Dia 0.40 mm Cond. dia 0.50 mm Cond. dia 0.60 mm
27 1 (Flat) 925 1365 1720
28 2 1495 2320 2920
29 3 2155 3345 4190
30 4 2770 4390 5525
31 5 3565 5235 6565
32 10 7120 10810 13555
33 20 14260 21885 27180
34 50 35460 52110
35 100 70720 104310
1 As per International practice which is also adopted by Bureau of Indian Standards, the diameter of the condutcotr shown above is normal. The size of the conductor is determined by
resistance. The construction of the condutor is as per market convention.
2 This cancels all our previous Price - Lists
3 Rates are exclusive of Sales Tax, Octroi etc and are subject to change without notice
4 All disputes are subject to Delhi jurisdiction only.




(2 RALLISON

LKB ENGINEERING PVT LTD
Regd. Office: A-56/1, Mayapuri Industrial Area, Phase-II, Mayapuri, New Delhi-110064

Tel:-:91-11-42015577 Email ID:marketing@rallison.com www.rallison.com

PRICE LIST ( FLEXIBLE CABLES) wef. 27.11.2024

"RALLISON" Flexible Industrial Cables ,Copper Conductor, HR PVC Insulated & FR PVC sheathed 1100 volts confirming to IS 694/1990

S.No | Conductor Area Conductor Const. Current Rating Rate Rs. per 100 mtrs. Coil
(Sqmm) (No/dia in mm) (Amp) Two Core l:zc;::)g Three Core | Packing (Coils) [Four Core lzaccol::)g

36 0.5 16/0.2 5 4090 5 5400 3 6735 2
37 0.75 24/0.2 8 5575 5 7105 3 9160 2
38 1 32/0.2 13 6205 4 8470 2 11130 2
39 1.5 30/0.25 17 8470 3 11835 2 15265 2
40 2.5 50/0.25 24 13720 2 19020 1 24920 1
41 4 56/0.3 30 21390 1 30945 1 39820 1
42 6 84/0.3 38 31535 1 44835 1 59790 1
43 10 140/0.3 52 52710 1 75670 1 99870 1
44 16 226/0.3 70 81195 1 116335 1 153545 1
45 25 157/0.45 88 128345 1 187225 1 245765 1
46 35 220/0.45 110 176970 260345 339500
47 50 314/0.45 145 253560 372810 487370
48 70 360/0.5 216 353055 514460 676925
49 95 480/0.5 262 627900 895650
50 120 608/0.5 310 816280 1079130

3% extra applicable on Drum Packing.

FRLS Loading 7.5% extra upto 1 Sqmm and 5% extra on above

"RALLISON" Flexible Industrial Cables , Copper Conductor, HR PVC Insulated & FR PVC sheathed 1100 volts confirming to IS 694/1990

Rate Rs. per 100 mtrs. Coil

>:No-] - NoofCores 0.5 sqmm (16/0.2) 0’(7254;(‘]1"2';“‘ 1 sqmm (32/0.2) 1.5 sqmm (30/0.25) ?;53‘2“;‘)‘ 2'556‘}“)“;')' (‘3‘}“}‘2‘)‘
51 5 9160 12640 14710 20535 32560 53440 76955
52 6 10610 14415 17455 24035 38495 61225 93355
53 7 11560 15910 19595 26955 42990 70925 110870
54 8 12520 17780 22590 31645 50650 81955 128360
55 10 17950 24185 29705 39730 63510 104355 161335
56 12 20740 28100 34355 47345 75165 123755 189030
57 14 23645 32455 39710 54630 87925 143530 221490
58 16 26985 36960 45300 62395 99860 163295 253035
59 19 31175 42920 52465 72485 116880 191800 299640
60 24 39885 54835 66895 92770 149250 246490 374635

3% extra applicable on Drum Packing.

"RALLISON" 3 core Flat Submersible Cables, Copper Conductor, HR PVC Insulated & FR PVC sheathed 1100 volts

S.No. [ Conductor Area Conduct(.)r Current Rating Rate Rs.
Construction
(Sqmm) (No/dia in mm) (Amp) 100 mtrs. Coil

61 1.5 22/0.3 17 12155
62 2.5 36/0.3 24 18810
63 4 56/0.3 30 27965
64 6 84/0.3 38 41620
65 10 140/0.3 52 70070
66 16 101/0.45 70 110735
67 25 157/0.45 88 166410
68 35 220/0.45 110 240940
69 50 314/0.45 145 295780

3% extra applicable on Drum Packing.

As per International practice which is also adopted by Bureau of Indian Standards, the diameter of the condutcotr shown above is normal. The size of the conductor is
determined by resistance. The construction of the condutor is as per market convention.

This cancels all our previous Price - Lists

Rates are exclusive of Sales Tax, Octroi etc and are subject to change without notice

All disputes are subject to Delhi jurisdiction only.




